Lan(lscape Construction Documents for :

STREETSCAPE - ORANGECREST PA -2 Phase?2
City of Riverside, Ca.

Tract 28 8 66 -2 ~Public Works Submittal ~

CIVIL ENGINEER: DEVELOPER: ' LANDSCAPE ARCHITECT:

| | | David |
KEITH COMPANIES COMMUNITIES SOUTHWEST Neault DAVID NEAULT ASSOCIATES, INC.

22690 CACTUS AVENUE, SUITE 200 2] OLD SPRINGS ROAD 41877 ENTERPRISE CIRCLE NORTH SUITE 202
MORENO VALLEY, CALIFORNIA 92553 ANAHEIM, CALIFORNIA 92808 TEMECUL A, CALIFORNIA 92592

(303) 653-0234 | (114) 2713-6555 (903) 296 -3430
CONTACT: Tom Bitney ' CONTACT: Mary Rauschenburg CONTACT: Bob Taft

Associates, Inc.

PROJECT VICINITY KEY MAP . GENERALNOTES: SHEET INDEX

GENERAL NOTES FOR HOA MAINTAINED PUBLIC = LANDSCAPES

l. ALL RELATED WORK SHALL CONFORM TO THE CITY OF RIVERSIDE PARK AND
RECREATION DEPARTMENT STANDARDS, INCLUDING CITY TRAIL STANDARDS T [ TL E SHE E T
AND SPECIFICATIONS FOR PLANTING AND IRRIGATION WORK.
(SPECIFICATIONS SECTION 0244| AND 02480).
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| . ]
| ‘ ROBERTS RD , CONSTRUCTION - SHEETS 2| 2 O O e T R e A CONSTRUCTION PLAN
! 7 FIELD NOTICE WILL BE IS5UED AS ARITTEN APPROVAL FOR EACH STAGE OF '
KROSS KD L O o O AN L UoE Bt or O AR
BERT RD | i — b e ‘1 NECESSARILY LIMTED TO THE FOLLOWNG: CON%TRUCT |ION D E TAI L S

A AFTER COMPLETION OF FINAL GRADING OF THE LOTS AND WHEN ALL
UTILITY SERVICES AND SEWNER LATERALS HAVE BEEN MARKED, BUT

o HICAN N T S8, St GEveay, |\ A OF LANSGATE CONSTRUCTION DETAILS ¢ SCHEDULE

B. AT TIME OF INSTALLATION OF IRRIGATION SLEEVES AND CONSTANT
PRESSURE MAINLINES, BUT PRIOR TO BACK FILL OF TRENCHES FOR SAME

(NOTE: MAINLINES MUST BE PRESSURE TESTED IN THE PRESENCE OF THE |
TARK ERORCTS IPECIRY e AoNAL TRALS Fo NEPEGTION CONSTRUCTION SPEC'S.
OF D.6. SUBGRADE AND TRAIL SURFACING INSTALLATION;

ﬁgAgr;E OF INSTALLATION OF IRRIGATION VALVES, LATERAL AND

FOR SPOTTING OF ALL TREES PRIOR TO DIGGING PLANTING PITS;
WHILE DIGGING PLANT PITS AND PLANTING/RELOCATING TREES;
; AFTER PLANTING AND ALL OTHER INDICATED OR SPECIFIED WORK HAS
] BEEN COMPLETED, FOR START OF MAINTENANCE;
i . AT SUBSTANTIAL COMPLETION OF THE PROJECT FOR THE CITY'S

S ACCEPTANCE TO START THE REQUIRED MAINTENANCE PERIOD:
P AT THE END OF THE MAINTENANCE PERIOD, THE CONTRACTOR/DEVELOPER
SHALL CALL THE PARK PROJECTS INSPECTOR AT (409) T15-3464 FOR A FINAL
ACCEPTANCE INSPECTION IN ORDER TO RELEASED FROM MAINTENANCE \
DEVELOPERS BONDS WILL NOT BE RELEASED UNTIL AFTER RECEIPT OF
WRITTEN NOTIFICATION FROM THE CITY THAT THE PROJECT HAS PASSED
FINAL INSPECTION AND THE PARK AND RECREATION DEPARTMENT HAS
RECEIVED WRITTEN NOTICE FROM THE HOA INDICATING THEIR ASSUMPTION
OF MAINTENANCE RESPONSIBILITIES
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L\ ~ N A TO THE RELEASE OF THE SURETY POSTED BY THE DEVELOPER TO GUARANTEE
4 ) Bl gl § THEIR INSTALLATION.

\ \ 1 v B e W 4. THE DEVELOPER SHALL BE RESPONSIBLE TO ACCEPTABLY MAINTAIN ALL

— ‘ k o PLANTINGS FOR A MINIMUM PERIOD OF ONE (1) YEAR.
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CITY OF RIVERSIDE WNITHOUT A VALID CONSTRUCTION PERMIT ISSUED
BY THE CITY'S PUBLIC NORKS DEPARTMENT.

1. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO CLEAR
T I REIAIE ML T A e e e

T CTS EACH UT CLUDING GATIO D S - - ———
SITE LOCATION APPURTENANCES AND AT NO COST 7O THE CITY. ARE T0 52 MANTANED BY T FOVE OYWERS ASSOCIATION OF T2 SIBONIBON.

KEY MAP e. CONTRUCTION SHALL BE IN ACCORDANCE WITH THE CITY OF

RIVERSIDE DEPARTMENT OF PUBLIC WORKS, STANDARD DRAWINGS,

TRAC T 2 8 866-2 ITS SUPPLEMENTAL NOTES AND THE STANDARD SPECIFICATIONS FOR
PUBLIC WORKS CONSTRUCTION, CURRENT EDITION.

4. THE ARCHITECT SIGNING THESE PLANS IS RESPONSIBLE FOR ' ‘ PLANNING DEPARTMENT

ASSURING THE ACCURACY AND ACCEFPTABILITY OF THE WORKS
HEREON. IN THE EVENT OF DISCREPANCIES ARISING DURING
CONSTRUCTION, THE PRIVATE ENGINEER SHALL BE RESPONSIBLE FOR
DETERMINING AN ACCEPTABLE SOLUTION AND REVISING THE PLANS

e s OBJIECTS WITHIN THE PUBLIC RIGHTS-OF-WAY OR EASEMENTS OF THE

TRAUTWEIN ROAD ‘ [

L-1 TRACT 28866-2 ORANGECREST PA-2 Phase 2

FOR APPROVAL BY THE CITY (THIS NOTE REQUIRED ON ALL PLAN.)

¥ NOTE: IN THE INTEREST OF PUBLIC SAFETY AND MAINTENANCE THE PARK L. 'gé : / /
PROJECTS INSPECTOR SHALL HAVE THE AUTHORITY TO REVISE THE TREE ez [ XS . Z o;‘ b1
GUANTITIES AND LOCATIONS SHOWN ON APPROVED PLANS BASED UPON FIELD SIGNATURE DATE

CONDITIONS FOUND AT THE TIME OF INSTALLATION OF THE TREES,

o . ' ‘ ' ‘ A1y | ACCOUNT NO. 31377
Underground PRIVATE ENGINEERING NOTE BENCHMARK David 41877 Enterprise Circle North  #200 C I' | ‘ Y OF RIVERSIDE REVERSE FRONTAGE WALL & MULTI-PURPOSE TRAIL
ervice Alert wnsvsuc-ngg émm As%'r:ggs Wﬁgﬁm& wn:rH omf :!IYERSIDE cqrunw BENGOH;:RK, STAr;P;EzD vzz;e\?m N e G u I -I- lelrr\egcsjglo ,2 9CA. 3493 %590 PUBLI C WORKS DEP ARTMENT CON STRUCTION PIAN
Calk: TOLL FREE REGUIRED TO ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR OB SITE BOULEVARD. 259.0 FEET SOUTH OF VAN BUREN BOULEVARD. 205.0 . sl /296- ] .
all: CONDITIONS DURINS THE COURSE OF CONSTRUCTION OF THE PROJECT, FEET WEST OF PLUMMER ROAD, ON THE TOP OF A 4.0 FOOT x I0.0 Associates, Inc. Fax: 909/296-3431 I I H : SX? I ) |
INCLUDING SAFETY OF ALL PERSONS AND PROFPERTY; THAT THIS REGUIREMENT FOOT GRANITE BOULDER A BRASS DISK FLUSH AND MARKED. s e : . APPROVED BY DATE Br |PUBLIC WORKS DIRECTOR - ' R'3 5 5 O -
1-800 SHALL BE MADE TO APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL ELEV. 165,14 landscape architecture+planning ¢ golf course architecture ‘
WORKING HOURS, AND CONSTRUCTION CONTRACTOR FURTHER. AGREES TO - 1698 PRINCIPAL ENGINEER | &/lthwer| <2 :
Chy of Riverside Business Tax Account No. 100035-Exp. 10/29/0}
227-2600 DE'—‘E:Z- 'n".?fé?ﬁ{?}' AND ngi_zo DESIGN WIO%NHW FROM ANY - : PARK DEPARTMENT SEE NOTE ABOVE ﬁ ,(6 W -
OF WORK ON THIS PROJECT, EXCEFTING LIABILITY ARISING FROM THE SOLE DAVID S. NEAULT 2884 TRAFEIC DIVISION —_— % - _
PROFESS| . - W AD RA IN AD ~SHEET 1 OF
TGO NORKING DAYS BEFORE YOU DI NEGLIGENCE OF DESIGN IONAL CREPARED BY: LA o, TARE EEVISIONS. APPR. | DATE |pErumy P DRECTOR Mﬂ /0 / W & OOD RO &'T UTWE RO 5
DATE DESIGNED BY _MSiva prawN By _MSilva cueckep BY __ BT _|stresr services ol |Jo.¢ |oate Pl Yl N 12/11/2000
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LIMIT OF WORK
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/ 5 G oolia | 0 2L ‘ & ., ~__ PLANNING DEPARTMENT ¢ Y
OT "F" AT "BARNWOOD LANE" EAST SIDE PLAN VIEW OF LOT "E* AT "BARNWOOD LANE" WEST SIDE £ ;

[-2 TRACT 28866-2 ORANGECREST PA-2 Phase 2

CONSTRUCTION LEGEND %
BYMBOL DESCRIPTION QUANTITY REFERENCE \ \‘\
@ CITY CONCRETE SIDEWALK ?ERTOM ﬁRTONWEER‘E 4'-6“ MlN. TYP. D.G-PATH 4| MIN. %ﬁ \‘l )\_,
@ DECOMPOSED GRANITE PATH REFER TO PLAN REFER TO DETALL D' & & \/OOD RD. 6_5' SIDEWALK gé \\8| ; =
@ Low PILASTER REERTOPUN  REERTO DETAL ' PRIVATE LOT 6' @ TRAUTWEIN RD. - — 7 - : o
@ oremen  ma e °7 o : NG, e A e Ny
@ PERIMETER PILASTER REFERTOPLAN  REFERTO DETAL ¥ TRAIL FENCE 2/ E_ et \-—:\;;\d:_\ ) IE'IEHT'.C;FMQ-. ] \\ ; é (-m\ ?ﬁ /
O NP— mTomA EE PLAN FOR ———— — — — ®— | (D 2x4° REDWOOD HEADER . \)Q — | : : '. g“v i T
LOCATION R/W (CONST, GRADE) FOR CURVED 7 U 1 NG SIDEWALK~ " | c '\)- et > S
) ENRYMONPENT FLASTER  NA ‘ NA ] EDGES-SEE PLAN, E (4)E | EXITING SIDEUALE™, — & LERR
SEE PLAN FOR N /3 <= o % — /
ENTRY M. PLASTERWFNAL = REFERTOFLAN REFERTODETAL & N F-XACT LOCATION (® FINISH GRADE 1“ FOR LAWNS AREAS. %f CUEBANDGUTTERJ/ I 6/4/0 = "/‘\® Sy
LOW MONIHENT WALL N NA ' ™ N : oA ll. K o ~
PERIMETER WALL - 0 STREET 3 (3 FINISH GRADE 2” FOR GROUNDCOVER % y o4 /q / /?\ \? \ % Lo \
ENTRY MONIMENT WAL REFERTOPLAN  REFER TO DETAL 'B' AREAS - / / G EXISTING WATER LINE~ Gl— -f—)" @‘__g_ .
¢ N » = —— = : A
) mume REERTOFLAN  REERTODEAL ¥ [ @ (@ 80 GALV. NAILS PER STAKE. B ¥ T /52 L N~ R=122 50 ¥ \ 50 5— ‘/;;,Q-)
@ TBUARETEELFENCE ~ REERTOPLAN  REFERTODETAL X' % h \"('ﬁ\ \ \% — S
(1) revemmu REERTOFLAN  REFERTO DETAL 1 | . ) (®) 1xex12* REDWOOD STAKE AT 8 O.C. : \\ ETNI > , I N
(B cooerua R 0 PN RESER T DETAL S MIN, WITH 4/ 0.C. @ CURVED AREAS. 1 \TRAUWQAD ~ B - —
TRAIL MARKER REFERTOFLAN  REFER TO DETAL '©' @ \ T\ \\ f“z ﬁ (. % ) - L
@ 6" CONCRETE MoW CIRS REFERTOFLAN  REFER TO DETAL ‘@' : , AR S % 7L | l
X T 'L_ \ y
@ REDWOOD HEADER REFERTOFLAN  REFER TO DETAL '8 TYPICAL SECTIDN QEDLUOOD HEADE \ \ i \ 4 -
B — e PLAN VIEW FROM STA. 40 '
5T +74.89 TO STA. 4247
2 ‘ x ] » n

PRIVATE ENGINEERING NOTE BENCHMARK D H d A . . C IT 5{- O F I : I ‘ / E I : S ID E REVERSE FRONTAGE WALL & MULTI-PURPOSE TRAIL] ACCOUNTNO. 31377
Underground avi 41877 Enterprise Circle North #200 CONSTRUCTION PLAN
Service Al COTMCTONCATATION AL AL N AOACE AT SRESALY | USSR SN SR SO MR e Neault Temscula, CA. 32590 PUBLIC WORKS DEPARTMENT '~ |
call: TOLL FREE REGJI;.E”E:N;'O nfsmmm%oclbguﬁ cc:chr;qL%TE RESISNONSIBILITY FOR JOB &ITE BOULEVARD. 2550 FEET 5OUTH OF VAN BUREN BOULEYARD. 2052 . Tel: 909/296-3430 C . . Pl
' NOLUDING BARETY OF 411 FEREOND AND TROPBRTTA THAT TG REGUREMENT |  FOOT GRANTE BOULDLR A BRARS DIEK PLUBH AND HARKED. Associates, Inc. Fax: 909/296-3431 APPROVED BY DATE BY |PUBLIC WORKS DIRECTOR onstruction an R-3 5 50_ WP
1-800 SHALL BE MADE T0 APPLY CONTINIOUELY AND NOT BE LIMITED TO NORMAL ELEV. lo384 landscape architecture *planning  golf course architecture PRINCIPAL ENGINEER | 2/i6fwe| <2 TRACT 28866 2
227_2600 DEFEND, INDEMNIFY AND HOLD DESIGN PROFESSIONAL HARMLESS FROM ANYT Cly of Riverside Business Tex Acocount No. 100035-Exp. 10/29/01 PARK DEPARTMENT SEE NOTE ON TITLE SHEET \ -
40 AL Lo S=A o alleseo, N CoecTio Ut e Peeormiancs DAVID 6, NEALT 064 —frrerric prvision R. 770 S cal” 50D ROAD 6 TRAUTWEIN ROAD SHEET 2 OF 5
TWO WORKING DATS BEFORE YOU DI | NEOHISENGE OF DESIGN PROFESBIONAL- PREPARED BY: LA NG, MARK REVISIONS: APPR._| DATE. |pEPUTY P.W. DIRECTOR [L2p/y |72 W
DATE DESIGNED BY _MSilva _prawn By _MSilva_ cHEckeD By ___BT __ |STREET SERVICES ,'—/;&‘{ Op 4  |pate L-23- Focl SCALE: 1"=20' 12/11/2000
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o 2@ [ @ 32*;3@@*5@& PILASTER CAP.
4 4) (227 Bxexie" CONCRETE PRECISION
g 0O ik s«i = PILASTER BLOCK - SOLID
=== E= 14 UI) 3[ - m‘%“}; 5 GROUT FILL.
= == O El a7 (4 ™MFGD. LEDGESTONE.
- — = © K. o iR
) 0 == Tell o &) (B 3"TO 6" DIA RIVER ROCK.
} == T . e - PN (& No. 4 VERTICAL REBAR
== = .Orangecrelst Country._ |ff«-=4==— " ‘{§ ¥ _! EA. CORNER
= e &) () FiNisH GRADE.
LINE OF EXISTING LLRADE NG e — i
= | CONCRETE FOOTING.
AR VNV o SR
. %II_@II B v;sgzxf:-ff :® -i {/?\\;/)Q\\/ d ;‘ ; \>/;\\\//;\\ @ NO. 4 HORIZ. EEBAR CONT.
. RN 3 E BN
i_a ol e RY %‘ g _a | = A CN ¥ 3 SONION
=Rt 1 @%f“\ 1-9 2 -2 | @ //\\\///\\\/ e \///\\\///\\ 90% COMPATED SUBGRADE.
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® S RN NSNRELSE
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SEE PLAN
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AFMAIN COMMUNITY MONUMENT WALL ¢ 22" P

LASTER

SCALE 172" = I'-@"

ENTRY MONUMENT ELEVATION

SCALE /8" = I'-@"

! 1 "
cL 5'-2 cL ’ ’ ‘ (D) &"DIA CONC.FINIAL - SEE
— (D 2" s@ X I/8" TUBULAR STEEL FRAME. Z Bl EvATION EoR | OCATION
(] ) I e-@ ( 1 @ (2 1x2" Ts. TOP RAILS. (D) &xe" CONC. MOW CURB (SEE DETAIL '@") )}E ) (@ 24" 8@ CONC. PILASTER CAP.
5: T @ = / () 4" DIA. STEEL ROUNDS. @ DECOMPOSED GRANITE 12 @ (3) MFGD. LEDGESTONE.
(S © O} iy ! geceeee @ (@) /8" Q. TS PICKET © EQ SPACNG. © 227 COMPACTED SUBGRADE E cL (@ No. 4 VERTICAL REBAR
y 4" O.C. MAXIMUM @ PLANTING AREA @ 14 e EA. CORNER.
// (B ix2" Te. BOTTOM RAIL. Tl e ‘
- = 1}
P | &' @ WOOD ROAD ~ 1/ 9 (B®) lexexie" CONCRETE PREC.
2 {_ le : d (© 2"s@ x V&' TUBULAR STEEL POST (4) &% TRAUTLEN RD. (1) _ # PILASTER BLOCK - SOLID
i 7\ = HIER H NOTCHED INTO PILASTER BLCK. ‘ l(.{).l i 1= e GROUT FILL.
10 ) TS ,
‘ (1) PERIMETER PILASTER - SEE DTL.  ofe W o % L j27 e (& 3" 710 6" DIA RIVER ROCK.
°° \ 1 og' 17 ] .q: “§§
FINISH GRADE. A2\ _ _ T\ 8 (&) ,
' L@ (3) DOUBLE KEY LOCK DEAD BOLT \>\\ ‘h SE e R T AT e @ >A [ - ' D e emaos
= : N e e e T 3 T = e OGNS
o4 A i ” S (& CONTRACTOR TO PROVIDE SHOP AR R R RN 1 NN CONCRETE FOOTING.
w+ & X} Jrvrvvo |t/ T T T T T T T T T T U T T T T U T T T T T U U T T T 0 07 /T T T T T T T F T/ SEEEEEEEEEEEES \Q\w///\///\///\//}\@@///\@///\///\//)‘///\///\// A BN R R A\
¥ o 3 : : I DRAWINGS PRIOR TO CONSTRUCTION GG GGG LGNNI - | & ~. R TR, ®
0 @/ @/ @/ TO LANDSCAFE ARCHITECT. BN LYY L NNNANNANNNINIANAASS |k T Tl ke TES //>\>//\\>/\ No. 4 HORIZ. REBAR CONT.
S v = NN \\(
K | 172" DIA. X B" LAG BOLT -TYP. N N N R NN .
D u(\@ ; 2" DI X 5 LAG E D \>/\\\ QLKL @ 0% COMPATED SUBGRADE.
AR ING
NOTE: 3X3" CUSTOM TRIANGULAR STEEL CAP NN D pyvc. RAILS SET-INTO PVC POST
CONTRACTOR SHALL PROVIDE GATE HARDWARE AND XXX KETS FOR DETENTION BASIN GATE. (SPLIT IN HALF AT CENTER) LAl WITHIN PILASTER.
ALL STEEL FENCING TO BE PAINTED WITH ONE COAT PRIMER AND TWO COATS BLACK (2 NeERT PvC. POST INTO
ENAMEL PAINT. PILASTER (SEE DETAIL J
FOR FOOTING SIZE).
Cl W. IRON GATE _ scae 12 = -2t | D D. G PATH NT.S. = LOW PILASTER SCALE 112" = I'-@"
. . CL ! ;

12" DIA. CONC. FINIAL -

/i
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[-3 TRACT 28866-2 ORANGECREST PA-2 Phase 2

) SEE ELEVATION FOR LOCATION.
O o @) 43" o CONC. PILASTER CAP.
- i 12" Q. CONCRETE PILASTER CAP. i 9 (®) exexle" CONCRETE PRECISION
= F (@) 12xeXx2" CONCRETE PRECISION N BLOCK - SOLID
ar PILASTER BLOCK - SOLID GROUT FILL.
- 2 GROUT FILL. 9 (9 MFGD. LEDGESTONE.
© P LEDGSTONE. | (® 2" TO &" DIA. RIVER ROCK.
(4) 3" TO &" DIA. RIVER ROCK. e O o4 verT A iy
.= o. C BAR
N \Q 2 @ Neo. 4 YERTICAL REBAR . = EA CORNER.
. o EA. CORNER. Q @ 9
Q 5 (& FINISH GRADE. ! @ FINISH GRADE.
@) CONCRETE FOOTING. ™ CONCRETE FOOTING.
No. 4 REBAR HORIZ CONT. (2 No. 4 HORIZ. REBAR CONT.
5
©) 92% COMPACTED SUBGRADE. (@ (&) S@% COMPATED SUBGRADE.
@\ @ 2ioom ® gféfé’téé’iﬁbh‘?@"
SN SN RO N\ A FACE PLATE
SR BT SN |
Q. \///\\\{//\\// SR s SNONGHAY © 24s0mz
o \§§ N Nt b B AN 7 N
< ’ e S e > //, _ | £ _
R LRI = | PLANNING DEPARTMENT
RO NNN NG s
AN /\\>§\/ \\//‘/\\//*\ - oo
3! 3 - ey = o1 /0
MIN. —= " ! I I I 1 SIGNATURE %DA/TE
SCALE 172" = I'-@ 7NN ~ MIN — SCALE 172" = 1'-@
F|PERIMETER PILASTER G MONUMENT PILASTER W/ FINIAL
PRIVATE ENGINEERING NOTE BENCHMARK David 41877 Enterorise Circle North 4200 CITY OF RIVERSIDE  [reVERSE FRONTAGE WALL & MULTI-PURPOSE TRAIL| ACCONT NO- 3577
Underground nterprise Circle No #
: CONSTRUCTION CONTRACTOR AGREEE THAT IN ACCORDANCE WITH GENERALLY RIVERBIDE COUNTY BENCHMARK, 8TAMPED VB8-64 Temecula, CA. 92590 CONSTRUCTION P LAN :
e e e | e mR el | TR s e e Neault Tol: 909,/2965430 PUBLIC WORKS DEPARTMENT ™|
- CnTow birNe T Coless o coaSTeETiN e e | FEETUESTCE MR oo, o ik toren 4 dorcor ¢ 00 -Associates, Inc. Fax 80s/296-3451 icemovep BT |DATe | 5 [FusLic tomks DIRECTOR Details R-3550-WP
1-800 SHALL BE MADE TO APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL BLEV. 163814 landscape architecture*planning ¢ golf course architecture PRINCIPAL ENGINEER | 2 [ <k
orognn | e A R e e o G o e s To A . 10565 10/28/ e TRACT 28866-2,
OF LORE. ON THiB FROJECT, EXCEPTNG LIABLITT ARBING From e sore - DAVID & NEAULT 2884 TRAFFIC DIVISION — /? . mlé/(.m T SHEET 3 OF 5
TWO WORKING DATS BEFORE YOU Dl | NEoHISENCE OF DEBIGN PROFERSIONAL. PREPARED BY: RLA. NO. MARK REVISIONS: APPR.| DATE|oerury Puw. DIRECTOR L /14 WOOD ROAD & TRAUTWEIN ROAD
PATE DESIGNED BY _MSilva prawn By _MSilva checken sy __BT___  |otreet sErvices |3/ CZ'; @ |pare__~ 2>~ Fod| SCALE: AS SHOWN 12/11/2000
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ELEVATION

2" SQ. POST WITH CAP @ 8' OC.

3II

5_8![

IX2" T7.8. TOP RAILS.
4" DIA. STEEL ROUNDS.

5/8" 6Q. T.6. PICKET @ 4" OC.

1X2" TS. BOTTOM RAIL.

FINISH GRADE.

CONCRETE FOOTING.

®0 OO OO O

D% COMPACTED SUBGRADE.

4[[

2 |

WHERE OCCURS.

O©E O

POLYVINYL POST. (929) &717-9313.

(5) CONCRETE FOOTING. FENCE RAIL AND POSTS
NATURAL GRADE. MFGD. BY LA CRESTA
PLASTIC FENCE CO.

SCALE 172" = I'-@"

J | TRAIL FENCE scaLE 12 = 1o I

TUBULAR STEEL FENCE

A///®/®/@/@

:-ﬁ- R N V‘:.,‘!':p R S S S S S S .'..':-ﬂ":» T 2 ,\ \ \/\ ,\/\
RS RS RS RS
NN =

Y
s

FINISH SURFACE - SEE PLAN FOR TEXTURE.
2500 PS| CONCRETE SLAB.

D% COMPATED SUBGRADE.
TOOLED RADIUS EDGE SCORE LINE.

FINISH GRADE 1"-2" BELOW -TOP.
TOOLED RADIUS EDGE.

exXeXi@/l@ WWM. MIN. 2" CLEAR FROM SOIL.
SLOPE 1% MIN. AWAY FROM BLDG.

®OOOO®®OO

CL.

PRECAST

CONC. WALL cAP \\ *4 REBAR HORIZONTAL AT TOP
TAN COLOR

ORCO 686 PRECISION BLOCK EQUAL cL
GROUT CELLS WREINF. ONLY Y BARS AT CENTER WALL
MIN. &* CONCRETE BLOCK-TAN COLOR
ENTER ALL REBAR IN THE WALL ,
= > £ 4“%
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L Concrets Mix - Ths concrets mix for footinge must be = 20002 P$I for Fe minimum or the following: 1 part Portland cament, 21/2*

parts sand, 3 7 parts, 2/4" Inch maximum size gravel, not more than 71 gallons of water per 20 lb. sack of cement.
2. Mortar Mix - Mortar mix must be - 1820 P8I minimum for Fe or the following: | part Portland cement, 2 1 - 3 parts eand, 3/4
part hydrated lime or lime putty. Plastic cement may be used with 3 parte sand to | part plastic cement.

3. Reinforcing Steel - Reinforcing stesl must be deformed and comply with ASTM specification, A5, Grade 4. UWhen one
continuous bar camot bs used, a lap or splice of 40 bar diamsters Is required (reinforcing stesl lapped 20 inches for %4 bare).

4. Grout Mix - Grout shall have a minimum compressive strength of 2000 pounde per square inch
5. No water course or natural dralnage shall be obstructed.
&. Minimum compressive strength=15202 psl normal weight block, ASTM C22 (less than 135 Ibs / cu. ft..

1. Wall to have anti-graffitl coating. Grafigone " permassal" protective coating ¢ sealant or approved
adjual. applicationto be per manufacturar's specifications.
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SECTION 22212 - GRADING
PART | - GENERAL

121 STANDARD SPECIFICATIONS: The provisions of the "Standard Specifications for Public Works Construction”
1994 Edition shall apply except as modified herein.

@2  SCOPE: The Work of this Section shall consist of furnishing all labor, materials, equipment, appliances and services
necessary for the execution and completion of all Grading Work as shown on the Plans and as described in the
Specifications including, but not necessarily limited to, the following:

Rough grading as shown on the plans, including cut, fill, backfill and backfill compaction

Subgrade preparation for trails Including any over-excavation and re-compaction as may be required.

Excavation, backfill and compaction of soils for all structural footings

Excavation, backflll and compaction of soils for all sumps

Soil compaction as required:

Protective measures

Dust and noise abatement

Borrow from and/or export to a local borrouw/disposal site as necessary for a balanced grading operation

Fine grading of the work site

Decomposed Granite FPaving

Soil testing as required:

Coordination with Work of other Sections+

Clean-upt

Erosion Repairs, Guarantees and Warranty Work.

123 RELATED WORK SPECIFIED ELSEWHERE:
Excavation and Backfill for Irrigation, Section ©@2441
Finish Grading in Landscaped Areas Section @2480

124 QUALITY ASSURANCE:

A, Other Requirements: All Work of this Section shall comply with the reguirements of the following:
l. The Grading Code of the City of Riverside.

B. Tests and Inspections:

l. All Work in this Section shall be subject to the observation and testing as required by the Park Project
lnspector (FPR.L) The PPl will conduct all specified tests to insure compliance. The PPl will also test,
Identify and make recommendations on borrow site fill materials as specified in this Section.

2. The number and location of soils tests shall be at the discretion of PPl to assure uniformity and compliance with
the City Grading Ordinance, and shall be at least one test per two vertical feet of fill, but not less than one test per
500 cubic yards, all as approved by the PPl

.25 WATER: See Special Provisions Section 1-85 Temporary Light, Power, and Water regarding temporary construction
water.

@& JOB CONDITIONS:

A, Protection of Existing Items:

l. Contractor shall furnish, place and maintain all shoring and bracing as may be required for protection of existing
structures and utility services during execution of the Work.

2. All bench marks, monuments and other reference points shall remain undisturbed unless specifically directed
otheruise by the Park Projects Inspector.

B. Coordination with Others:
l. Contractor shall give written notice to P, utility agencies, and other legal authorities prior to starting Work
2. Contractor shall coordinate Contractor's operations with other trades, utility agencies, and other affected public

departments to assure continuity for both access and service of all utility service distribution lines, in conformance
with applicable requirements of these organizations. No services to any property shall be impeded.

C. Abandoned and Unknown Utilities:

l. Abandoned lines, meters and boxes, obstructions or piping, shall be removed, plugged, or capped in accordance
with the requirements and approval of the agencies affected, or as directed by the Park Projects Inspector.
Coordinate all such Work with applicable mechanical or electrical trade having responsibility. Remove all
abandoned utility lines, pipes, or conduits, to a point outside new construction lines.

2. Where unmarked utility lines or other underground obstructions or piping are uncovered uwithin the Work area,
notify the agencies or service utility companies having jurisdiction and take necessary measures to prevent
Interruption of service. Should such lines or services be damaged, broken, or interrupted through Contractor's

own negligence, those services shall be repaired immediately by the party designated by the utility owner, at
Contractor's expense. [f an unmarked utility Is damaged other than through the negligence of Contractor,
Contractor's responsibility is limited to providing immediate and proper notification of the damage to the utility
ouner so that repairs can be made. Contractor shall cooperate with the utility owner and provide access for repair
work

PART 2 - MATERIALS

2.2\ D.G. PAVING:

A, DG.: Shall be black and white, decomposed granite free of silt, clay, weed seed, and any other deleterious
material, as approved by the Parks Department Representative. Contractor shall provide a one pound sample to
the Parks Department Representative a minimum of 35 days prior to ordering materials for the review and approval
of the Parks Department Representative.

B. Organic Binder: Shall be "Organic Binder" as supplied by Stabilizer Inc., 1/802/336-2468, or City approved equal.

2@2 DRAIN ROCK: Drain rock for all sumps and french draine shall be pervious backfill as specified in Standard
Specifications, Section 3@2-352 Pervious Backfill.

203  FILL MATERIAL:

A, Required Approval: All fill material must be approved by the PP

B. On-site Material: On-site excavated materials may be used for fill as approved by the PPl

204 GRANULAR BEDDING MATERIAL: Where called for on the Plans, granular bedding material shall be crushed stone

or pea gravel conforming to the following grading:

Sieve Size % Passing
3/4" o2
172" g5
#4 5
2205 IMPORT:
A, Landscape Fills: All import soil used for fill in landscape areas shall be Class 'A' topsoil pér Standard

Specifications, Section 212-11 Top Soil, General.

B. Structural Fills:  All import soil used solely for structural fill shall be non-expansive, predominantly granular
material free from organic contaminants, and capable of attaining the required compacted densities.

C. Approved Samples: Samples of all import soil, as obtained by the City's Inspector at the borrow site, must be
approved by the PPI prior to start of import of soll to the Project site. :

PART 3 - EXECUTION
39! GENERAL:

A, Work Sequence: All demolition, clearing and grubbing of objectionable materials must be completed to the
satisfaction of the PPl before starting any earthuork grading and excavation.

322 ROUGH GRADING:

A. Conformance with Plans:

elevations, and limit lines shown
and controlled fills.

Rough grading of the site shall be completed in accordance with Indicated contours,
oh the Plans and shall allow for the depths of slabs, paving, sub-base, topsoil,

PRIVATE ENGINEERING NOTE BENCHMARK

D Underground
="\ Service Alert

| Call: TOLL FREE

CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE WITH GENERALLY
ACCEPTED CONSTRUCTION PRACTICES, CONSTRUCTION CONTRACTOR WILL BE

REQUIRED TO ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR JOB SITE

CONDITIONS DURING THE COURSE OF CONSTRUCTION OF THE PROJECT,

RIVERSIDE COUNTY BENCHMARK, STAMPED VBB-64
AT SOUTHWEST CORNER OF PLUMMER ROAD AND VAN BUREN
BOULEVARD. 258.0 FEET SOUTH OF VAN BUREN BOULEVARD.

1-800 INCLUDING SAFETY OF ALL PERSONS AND PROPERTY; THAT THIS REQUIREMENT FOOT GRANME BOULDER A BRASS DISK FLUSH AND MARKED.
SHALL BE MADE TO APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL ELEV. 163B.14
227-2600 WORKING HOURS, AND CONSTRUCTION CONTRACTOR FURTHER AGREES TO » 1B
- DEFEND, INDEMNIFY AND HOLD DESIGN PROFESSIONAL HARMLESS FROM ANY

AND ALL LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE
OF WORK ON THIS PROJECT, EXCEPTING LIABILITY ARISING FROM THE SOLE

TWO WORKING DAYS BEFORE YOU DIG NEGLIGENCE OF D!'-:SIGN PROFESSIONAL.

205.0

FEET WEST OF PLUMMER ROAD, ON THE TOP OF A 4.0 FOOT x 10.0

B. Grading Tolerances: ,

. Sub-grades to receive slabs and pavements shall be graded to a tolerance of plus or minus one-half (1/2) inch,
and shall be compacted as specified below in Sub-section 3.04 CONTROLLED FILL, paragraph G.

Relative Compaction Requirements, sub-paragraph I. Slabs ¢ Pavement Subgrades.

2. Tolerance for rough grading in all other areas is I/Ioth of a foot.
3. In all areas, appearance and positive drainage will be factors in the acceptability of grades.
C. Compacted Lifts: Graded material shall not be left in loose layers, but shall be stockpiled for use in controlled fill

or compacted in thin layers as grading takes place in accordance-with the requirements for controlled fill.

GRADING AND DRAINAGE

All surface drainage to be away from all footings, foundations and bullding walls at a minimum of 2%.

[-5 TRACT 28866-2 ORANGECREST PA-2"+Phase 2

2. Cross slope walks and paving 1% minimum, unless otherwise noted. £ v
D. Scarification: Shall be performed on all areas indicated to receive paving to depthe as indicated in the soils report. 3. Surface slopes shall be a minimum of 2% to drains in all planting areas.
In the absence of a soils report, scarification shall be to a minimum depth of six (&) Inches or to a depth permitting ) . . . o o
twelve (12) inches of controlled fill whichever is greater. 4.  Specimen tress shall be in place prior to installation of a drain line. Drain line placement shall be
adjusted around trees.
E. Engineer's Approval: Contractor shall obtain the Soil Engineer's approval of all scarified surfaces prior to 5. Lay drain lines with 1% minimum fall to rigid, non perforated types, 2% for corrugated types.
lacement of fill.
P Round toes and edges of all slopes. Contour slopes between walks and buildings. 3
303 CONTROLLED FiLL: 1. Refer to Civil Engineer drawings for additional grades and information. Verify on-site
i i Architect b tart I tract.
A. Landscape Fills: The topmost 12" of fill in all landscape areas shall be topsoil. and report discrepancies to Landscape Architec sfore start of any uork on this contrac
Perforations in any pipe shall face downward in trench.
B. Rocks: Rocks larger than two (2) inches in diameter shall be removed from all fills to be compacted.
3.  Verify all invert elevations at proposed tie-ins prior to installation. Make any adjustments as necessary
C. Lifts: Fill material shall be spread in uniform lifts of six (&) to eight (8) Inches of un-compacted thickness. to allow minimum fall for required drainage of lines.
1@. All top-of-grate and Invert elevations indicated are approximate. Verify in field.
D. Moisture Content: Prior to starting compaction, the fill material shall be brought to optimum moisture content by 1. Consult owner for FS of entry stoop in relation to FF of building.
spraying with water If too dry, and aeration If too wet. . . . -
12. Contractor shall ensure that earth mounding does not interfere with swales depicted on civil
E. Mixing: Thoroughly mix each lift to assure uniform distribution of water content. engineer's grading plan.
F. Allow for Shrinkage ¢ Subsidence: Bring fills to sultable elevations above required grades to provide for effects
of shrinkage and settlement. ‘
G. Relative Compaction Requirements: TIL.E / PAVEEé
1. DG. ¢ Pavement Subgrades: For all areas designated to receive DG. pavement and witfin, @ perimeter 4
two (2) feet outside these areas, each lift shall be compacted to a minimum of 30% of maximum density as . Contractor shall submit a sample of each type of tile/pavers and grout color indicated on plans to landscape architect for
determined by ASTM DIS5T-T8. R approval before starting work
. i : i i ti h lift shall b ted to a in] 85%
iaxmu:lgr;rlzﬁséreaé where fill i required in planting areas each lift shall be compacted to tﬁln‘mum of 2. Ceramic tile grout shall be one part Portland cement and one part graded sand with color and waterproofing additives.
3. Mechanical Equipment: Perform all compaction by suitable mechanical equipment and methade approved 3. Setting Bed: Spread setting mortar bed on freshly prepared slabs. Minimum thickness as shown on drawing. Verify elevation of drains and
by the Soils Engineer. i pool equipment to determine that the proper pitch for drainage can be obtained. If any drains or fixtures are found to be too high,
v correct before start of the work. Set screeds to required levels and slopes. Tamp mortar dense and soil. Remove any mortar hearing
H. Contractor's Responsibility: During the grading operations, inspection and field tests will ?e carried on by the PPl initial set before tile'is placed.
Houwever, Contractor is responsible to ensure obtaining the required degree of compaction and the proper moisture . o . : . .
: ; - e N 4. Setting and Grouting Tiles: After setting bed has set sufficiently, sprinkle dry Portland cement on surface and commence laying tile.
co;tent. hLUhjr'e compactwhn of less than the specified percen'%laghe s found, ado_(;hoor(wal compaction eféort_ 5}2:” be Set st?aight edgesg‘go lines established%o keep joints parallel agnd%mForm og/er entire area. Tamp tile solidly into bed using
madie with adjustment of the maleture content as neceseary until the minimum specified compaction fe obtained. wood blocks of sizing insuring solid beddinq, bedding free from depressions and high spots. Finish flush with adjacent paving,
. i i ' pool equipment and/or drains. When ready, fTll joints full and flush with specified grout. wipe excess grout from face of tile,
l. Over-excavation Due to Unsuitable Materials: Excessively wet material, material in any soft or spongy spots, and and leave all joints finished at uniform depth.
material in standing water shall be over-excavated to such depth as directed by PPl and replaced with suitable
material, properly compacted. 5. Grout colors for brick and tile shall be as called out on construction plan or details.
304 EXCAVATION: Contractor shall perform all necessary excavation work for footings and slabs and shall perform any
additional excavation work necessary to provide ample room for installation of concrete forms where required. The
bottom of all excavations shall be level and free from loose material, and shall be brought to the indicated or reduired CONCRETE
grades in undisturbed earth. All excavations shall be kept free of standing water. Contractor shall perform all pumping,
draining, and dewatering as may be necessary to keep excavations free of standing water while carrying on the Work - N
Should excavations for footings, through error, be excavated to a greater depth or size than indicated or required, such L Concrete shall have a minimum compressive strength In 28 dlays of 2300 P8I Cement shall be type L
additional depth or size shall be filled with concrete at Contractor's expense. 2. Reinforcing shall comply with ASTM A&lS, grade 42.
305 OPEN TRENCH OPERATIONS: Shall conform with Standard Specifications Section 3@6-1 Open Trench Operations, as 3. No pipes or ducts shall be placed in concrete columns, walls or slabs unless specifically detailed.
modified by the following: 4. Reinforcing detailing shall conform to the Concrete Reinforcing Steel Institute "Manual of Practice", latest edition.
A General: Add the following to Standard Specifications Section 396-111 General: 5. Reinforcing, anchor bolts and all other embedded items shall be securely held in position prior to placing concrete.
"Where trench Is close to existing pole mounted lights, catch basins, or other structures that are
to remain, Contractor shall brace as necessary to prevent dislocaion of such structures. In the ©. UWalls and columns shall be douweled from supports with bars of the same size and spacing
area of any S-Ill.lch structures, the trench backfill shall be compacted to 25% to the full depth of 1. splice continuous reinforcing with 40 diameters minimun lap. -
the structure.
8. All expansion joints shall be 172" pre molded felt material and installed where indicated, and at all bulldings, walls
B. Replacement of Surface Improvements: Add the following to Standard Specifications Section 306-115 Trench and fixed improvements.
Resurfacing:
“Rep]acemgnt of bituminous pavement and base material over trenches shall conform with 3. All expansion joints shall receive 172" thick sealing compound sealing compound. Color to match adjacent
Public Works Department Standard Drauwing No. 453." surface color.
. ) i o
c. Unsuitable Materlal: Add hew subsection 306 -111 as follows: 1. All concrete walks shall receive a medium broom finish, unless otherwise indicated.
206-117 Unsuitable Material. The conditions and requirements for the . Score joints shall be tooled 1/4" wide by 1/4" deep as indicated.
determination and disposition of unsuitable material encountered during open trench operations o - . )
shall be in accordance with Standard Specifications Section 302-2.2 Unsuitable Material. 2. Weakened plane joints shall be /4" uide by 172" slab thickness deep.
D. Plpe Bedding: Unless otherwise shown on the Plans, pipe bedding shall conform with Public Works Department Standard
Drawing No. 452, Case |. EE INFORCED MASONR*
E. Trench Backfill: Shall conform with Public Works Department Standard Drawing No. 453.
I Concrete block units shall be medium weight and comply with ASTM C3@, grade N. Provide deep-cut bond beam units.
F. Compaction of Backfill Over YCP: Mechanical compaction of backfill using impact type pavement breakers (stompers) - : y
will be not be permitted over vitrified clay pipe within the first 4 feet of backfill over Vitrifled Clay Pipe (VCP). Such 2. Retaining walle and walls bellow grade should be grouted solid. Z
backfill shall be compacted by other means. 3. All cells containing reinforcing shall be grouted solid. e
4. Immediately after grouting, consolidate grout using mechanical vibrating equipment. Roding wlll not be accepted.
3206 BACKFILLING: -
t ’ , i tha B
A Material: Select site material shall be used for backfill of trenches and shall be free from large stones and clodes. 5. Mortar ehall consiet of one part Portland cement, 3 1/2 to 4 parts sand based on dry loose volune, and not less 4 e
e = I/4 part nor more than I/2 part lime.
Material shall be as approved by the Soils Engineer.
6. Grout shall be 2022 9| minimum, proportioned | cement, 2 sand, 2 pea gravel.
B. Pre-Conditioning and Placement: ) ] .
l. Layers of backfill shall be pre-conditioned by moistening with water, the amount to be controlled to insure 1. Reinforcing shall comply with ASTM A&IS, grade 42. Lap 42 diameters.
optimum moisture conditions for the type of fill material used. Excess water causing saturated earth beneath 8. All stucco wall shall water sealed with thirty (3@) days of stucco color coat.
footings, walks, and curbs is unacceptable. All stucco shall match architecture in color and finish, except as noted.
2. Backfill shall be deposited in layers of maximum six inch thickness.
3. Backfill shall be compacted by suitable means to a minimum relative compaction of 20%.
4, All trenches shall be backfilled in accordance with this Section, and may be tested at the discretion of the '
Engineer. METAL FENCING / GATES
3207 FINE GRADING: Fine grading, as specified under this Section, is a segparate operation from finlsh grading as specified - - . -
under Section @2480 Planting. Fine Grading Work is to commence upon completion of all trenching and backfill - L Fencing shall be seamiees steel tubing, grade B, conforming to ASTM A501-81.
operations, and prior to soil preparation. 2. Landscape Contractor shall secure all field measurements requires for proper and adequate fabrication and installation.
Upon completion of Fine Grading Work all areas shall slope to drain without water pockets or irregularities and shall 3. Fencing and gates shall be fabricated and assembled in the shop to the greatest extent possible.
conform to the intent of all Plans and Specifications after thorough settlement and compaction of the soil. Fine grading ) . . .
should allow for Soil Preparation Work as specified under Section @248@ Planting, such that finish grades shall meet 4. All welds and anothe;connﬁlctsons fxposed lla;(t};gle-ﬁmsheol Luo: in the fleld shall be ground and dreseed smooth  and
the elevations indicated on the Plans. Tolerance for fine grading is 1/4 inch, plus or minus. Ang corrections to the so that the shape and profile of the item welded is preserved.
Grading Work required to obtain proper dralnage and to bring it into conformance with the intent of the Plans and Gates shall received heavy-duty spring loaded hinge assemblies with self latching harduare.
Specifications and City codes shall be performed by Contractor at no additional cost to City. . )
6. All surfaces shall be prime coated with synthetic, rust-inhibiting primer. Final finish shall be electrostatically applied
3208 DUST AND NOISE ABATEMENT: During the entire construction period, site areas shall be kept sprinkled as of two coats of lusterless alkyd enamel. See plan for color.
hecessary to reduce dust in the air-and annoyance to surrounding properties. Adhere to the requirements of City 1. Al gates shall be self-closing with steel stops
ordinances for dust and noise control. ’ '
END OF SECTION
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< z, o'/ol
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